








15

Cables outside the control panel (field wiring)
NFPA 79 stipulates which cables are permitted from the 
control panel to the load, how they are to be designed 
and how they have to be laid.

Motors in the field
NFPA 79 describes the dimensions and selection criteria 
for electrical motors.

Identifications, safety information and technical 
documentation
The standard stipulates in detail which identifications, 
safety information and technical documentation are 
required to be available.

Machine safety
NFPA 79 deals with the subject of machine safety only in 
part. The standard essentially refers to other standards, 
e.g. to IEC and ANSI standards when it comes to the risk 
analysis.

Tests and verifications
According to NFPA 79, diverse tests and verifications have 
to be carried out in contrast to UL 508A, for example 
checking the continuity of PE conductors, voltage testing, 
and much more. 

Stipulations for control equipment
NFPA 79 contains detailed specifications for control 
 equipment (such as push buttons, Emergency Stop) as 
well as its installation location, mounting and distances 
in the operating range.

Other NFPA 79 topics
• It includes specifications for Emergency Stop and 

 emergency shutdown (e.g. stop categories).
• Control panel topics such as infeed and the main 

switch, system protection, protection against electrical 
hazards, motor protection, accessories and lighting. 

Relevant Contents of NFPA 79

NFPA 79 deals with electrical safety for an entire machine, both inside and outside the control panel. 

Above all, the following contents and stipulations of NFPA 79 must be observed in relation to machine 

and control panel production.
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A Small Selection 
from our Large UL Portfolio

Transformer 4AM

Measuring device 7KM PAC3200

Miniature circuit breaker 5SY41

Miniature circuit breaker 5SJ4

Circuit breaker 3RV1742 for infeed 
in combination motor controllers

Main power distribution 8US

Door-coupling rotary operating mechanism

Infeed circuit breaker/main switch 3VL 
(supply line directly connected)

EMERGENCY-STOP mushroom 
push button 3SB35
Indicator light 3SBS36

Busbar system 8US

Infeed system 3RV29 with type E starters

Controlled load power supply SITOP 6EP

RFI suppression filter 4EF15

Circuit breaker 3RV2711 
according to UL 489

Class CC fuse holder 3NW

Reactor 4EP36

Manual self-protected combination 
motor controller type E 3RV1041

Soft starter 3RW44

Contactor S00 3RT201

Solid-state overload relay 3RB3
Soft starter 3RW40

Motor starter 3RM1

Self-protected combination type F 
compact starter 3RA6

Terminal blocks 8WH

Safety relays 3SK1

Socket outlet 5TE 804
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Our Portfolio for Industrial Control Panels

Product Order No. 
body

UL 
standard

Explanation

Circuit breakers acc. to UL 489
SENTRON air circuit breakers 
(ACB)

3WL5 UL 489 Thanks to their modular design and UL 489 as well as IEC 60947 
approvals, the 3WL air circuit breakers facilitate global applicabil-
ity. With only three sizes, they cover a power range from 630 A to 
5,000 A. This makes them universally applicable and they also 
offer unique planning certainty. As lubrication of mechanical parts 
is not necessary and the main contacts can be replaced locally, 
they are extraordinarily maintenance-friendly.

SENTRON molded-case 
circuit breakers (MCCB)

3VL UL 489 Covering the range from 16 A to 1,600 A, the 3VL molded-case 
 circuit breakers ensure overload and short-circuit protection. 
In new installations, the 3VL molded-case circuit breakers with 
integrated communication are a good solution. Acquisition of 
 measured values is an integral component of the circuit breaker.

SIRIUS circuit breakers 3RV17, 3RV18 
3RV27, 3RV28

UL 489 The circuit breakers SIRIUS 3RV17/18/27/28 are compact circuit 
breakers with 100% rating. They guarantee secure disconnection 
in case of a short circuit and protect consumers and the system 
against overload.

SENTRON miniature circuit 
breakers (MCB)

5SJ4...-.HG UL 489 Miniature circuit breakers 5SJ according to UL 489 can be used as 
an all-round solution as “branch circuit protector” for protection in 
branches, distributors, switchgear panels and control systems in 
accordance with UL 508A. They are also approved for circuit pro-
tection in heating, air-conditioning and ventilation systems (HACR) 
and for DC applications up to 60 V/125 V. All additional compo-
nents 5ST3 …-.HG can be combined with miniature circuit 
breakers 5SJ4 …-.HG in accordance with the assembly concept.

You will find extensive accessories such as door-coupling rotary operating mechanisms and door locks in the product catalogs IC 10 and LV 10.1, and in the UL catalog LV 16.

Circuit breakers acc. to UL 1077
SENTRON miniature circuit 
breakers
Supplementary protectors

5SY4, 5SY6, 
5SY7, 5SY8, 
5SP4, 5ST30

UL 1077 
 

Within the scope of the UL 1077 standard, we offer you a whole 
series of miniature circuit breakers with accessories as supple-
mentary protectors.

Fuses
SITOR semiconductor fuses 
and fuse holders

3NE, 3NC3
3NC1 0, 3NC1 4, 
3NC2 2

UL 512, 
UL 248-13

The semiconductor fuses SITOR protect power semiconductors 
against short-circuit faults. They protect high-quality equipment 
and system parts, like converters with fuses in the entry and in 
the DC link, UPS systems and soft starters for motors.

SENTRON LV HRC fuse bases 3NH3, 3NH4 UL 512
only down-
stream of the 
branch 
protection

In combination with the SITOR fuse link, the LV HRC fuse bases 
3NH3, 3NH4 of the BETA low-voltage circuit protection portfolio 
ensure the reliable protection of power semiconductors.

SENTRON LV HRC fuse switch 
 disconnectors

3NP1 UL 512 The LV HRC fuse switch disconnector 3NP1 can be used to protect 
and switch a highly diverse range of electric loads. It can be 
 additionally equipped with electromechanical or electronic fuse 
monitoring that detects, displays and signals fault states.

SENTRON cylindric fuse 
holders and Class CC fuse 
holders

3NW7 0, 3NW7 1, 
3NW7 5.3-0HG 

UL 512 The Class CC fuse system in compliance with the UL standard is 
used for branch circuit protection. The encapsulated fuse holders 
are designed and tested in compliance with US NEC 210.20(A) 
National Electrical Code.

SENTRON class CC fuse links
3NW1 ...-0HG, 
3NW2 ...-0HG, 
3NW3 ...-0HG

UL 248-4
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Product Order No. 
body

UL 
standard

Explanation

Industrial control equipment in compliance with UL 508
SIRIUS contactors
Contactors / magnetic motor 
controllers

3RT, 3RH UL 508 No matter which load you want to switch, you’ll find the right 
solution among the SIRIUS contactors. With high contact 
 reliability and a compact, modular design, and also particular 
robustness and longevity, as part of the SIRIUS modular 
 system they are the ideal partner for operational switching.

SIRIUS function modules
for mounting on 3RT2 
 contactors

3RA28 UL 508 To reduce control circuit wiring when assembling direct- 
on-line, reversing and wye-delta starters, function modules 
are available that can simply be plugged onto the new-
generation 3RT2 contactors in sizes S00 and S0. Thus, this 
size of contactor assemblies can be realized fast, easily and 
above all fault-free. The function modules with starter func-
tions are also available with interfaces for AS-Interface or 
for IO-Link. Thus, in addition to saving on wiring within the 
feeders, interfacing to higher-level control systems can also 
be substantially simplified.

SIRIUS solid-state switching 
devices

3RF2, 3RF3 UL 508 The SIRIUS 3RF solid-state switching devices are used when 
frequent switching of motors, small drives and valves is 
required. They do not feature any mechanically moved parts 
and therefore facilitate noise-free, wear-free and almost 
unlimited switching. Their compact design enables space-
saving assembly in the control panel.

SIRIUS motor starter 
protectors
Manual self-protected 
combination motor 
controllers / manual motor 
controllers

3RV10, 3RV20 UL 508 The manual motor controllers SIRIUS 3RV10/20 are compact 
switching devices. Depending on the application (and on the 
UL approval), they guarantee secure disconnection in case of 
a short circuit and protect motors against overload.

Motor and maintenance 
switches
Manual motor disconnect

3LD2 UL 508 The particularly compact manual motor disconnect units 
 SENTRON 3LD2 are employed for the switching of power and 
auxiliary circuits as well as for three-phase motors and other 
consumers for maintenance and repair cases. Amongst others, 
they facilitate the cable bending radius specified by UL.

SENTRON switch 
disconnectors
Manual motor controllers

3KA UL 508 The switch disconnectors 3KA and 3KL in three-pole design 
assume the tasks of “disconnecting” and “switching under 
load” for the stated rated current and guarantee safety discon-
nection in all low-voltage networks. They are thus predestined 
for use as EMERGENCY-STOP, repair or load transfer switch. 
(According to UL, only applicable with SITOR fuses – special-
purpose fuse.)

SENTRON switch 
 disconnectors with fuses
Fused manual motor 
 controllers

3KL UL 508

SENTRON switch 
disconnectors

5TE1 UL 508 The switch disconnectors 5TE1 from 100 A to 200 A in 3- 
and 4-pole design can be employed as motor disconnect 
switch, repair switch, outgoing isolator and emergency
disconnector unit. 

SIRIUS fuseless load feeders 3RA UL 508 The fuseless load feeders SIRIUS 3RA are assembled from 3RV 
self-protected combination motor controllers and 3RT contac-
tors. Thanks to their integrated prewiring, the fuseless load 
feeders can be rapidly and easily mounted. They are the opti-
mum solution particularly for distributed and wide-spread 
 system structures.
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Product Order No. 
body

UL 
standard

Explanation

Industrial control equipment in compliance with UL 508
SIRIUS compact starter
Self-protected combination 
motor controller Type F, motor 
controller/group application, 
suitable for tap conductor 
protection

3RA6 UL 508 Using a compact design, the universal motor feeder according 
to UL 508 Type E combines the functions of circuit breaker / 
MSP, solid-state overload relay and contactor. The compact 
starter SIRIUS can be used as direct-on-line and reversing 
starter for three-phase standard motors up to 32 A 
(approx. 15 kW/400 V). Advantage: weld-free contacts.

SIRIUS motor starters 3RM1 UL 508 Thanks to its compact design, the SIRIUS 3RM1 motor starter 
is particularly suitable for constricted space conditions in the 
control panel. Thus, the motor starter complements the SIRIUS 
control panel portfolio precisely when there is not much space 
in the control panel. The motor starter protects motors 
against overload and switches small motors up to 3 kW, 
optionally as a direct-on-line or reversing starter.

SIRIUS motor starters 3RK UL 508 Whether central or distributed assembly in the industrial con-
trol panel or in high degree of protection in the field – motor 
starters SIRIUS are always an optimum and easy solution. The 
motor starters of the ET 200S system are, for example, suit-
able for central assembly in the control panel or for distrib-
uted solutions directly in the field. The distributed I/O system 
SIMATIC ET 200pro is ideal for complete solutions in particu-
larly high degree of protection thanks to its modular design.

SIRIUS Soft starters 3RW UL 508 The soft starters SIRIUS ensure a longer useful life of system 
components and a current saving because they reduce 
mechanical and electrical loads that occur when starting and 
stopping three-phase motors. Three variants in terms of 
 function and performance (3RW30, 3RW40 and 3RW44) make 
soft starting practicable for a large number of applications. 
Compact design and innovative technology enable cost-
effective application and space-saving installation.

SIRIUS thermal overload 
relays

3RU UL 508 SIRIUS overload relays with screw-type, spring-loaded or ring 
cable lug connections reliably protect loads as well as other 
switching and protective devices in the respective load feeder 
against overload, phase asymmetry and phase failure. The 
overload relays can easily be used with the contactors of the 
SIRIUS modular system.

SIRIUS solid-state overload 
relays

3RB UL 508

SIRIUS coupling relays 3TX70, 3RS18 UL 508 The very narrow SIRIUS 3TX70 coupling relays allow for partic-
ularly space-saving assemblies in the control panel and offer 
a large range of input and output coupling links. In addition 
to combined-voltage devices, the SIRIUS 3RS18 coupling relay 
range also comprises wide-voltage versions. All 3RS18 ver-
sions are consistently available with screw-type or spring-
loaded connection system. The optional hard gold-plated 
contacts ensure maximum contact reliability even with low 
currents.

SIRIUS interface converters 3RS17 UL 508 The interface converters SIRIUS 3RS17 assume the coupling 
function for analog signals, both on the input and the output 
sides. They are indispensable for the processing of analog 
 values with electronic controls.
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Product Order No. 
body

UL 
standard

Explanation

Industrial control equipment in compliance with UL 508
SIRIUS plug-in relays LZX UL 508 The plug-in relays SIRIUS LZX are available both as complete 

units and as individual modules for self-assembly or spare 
parts requirements. They are employed as coupling relays for 
coupling between the inputs and outputs of electronic con-
trols, for contact multiplication, for switching of small loads, 
and as measuring transducers.

SIRIUS power relays 3TG10 UL 508 With a width of only 36 mm, the compact power relays/small 
contactors SIRIUS 3TG10 are particularly suitable for applica-
tions in minimum space, e.g. for air-conditioning units, heat-
ers, pumps, fans – as well as generally for simple electric con-
trols. Thanks to their hum-free operation, they are also ideally 
suited for application in household appliances or power distri-
butions in office and residential buildings.

SIRIUS timing relays 3RP15, 3RP20, 
7PV15

UL 508 The electronic timing relays SIRIUS 3RP15, 3RP20 and 7PV15 
are employed for all time-delayed switching operations in 
control, start-up, protection and regulation circuits. They 
 ensure a high functionality as well as a high repeat accuracy 
of the set operating time.

SIRIUS pushbutton units and 
indicator lights

3SB UL 508 The pushbuttons and indicator lights SIRIUS are characterized 
by maximum functionality, their modern and flat design as 
well as particular ease of mounting. 

SIRIUS signaling columns 8WD4 UL 508 The signaling columns SIRIUS 8WD4 are employed for 
 checking complex machine functions or in automated 
 processes and serve as visual or audible warning devices.

SIRIUS position and 
safety switches

3SE5 UL 508 SIRIUS position and safety switches detect mechanical 
 movements, e.g. of moving machine parts or protective 
equipment. They are available for both standard and safety 
applications. There are mechanical and no-contact variants.

SIRIUS magnetically 
 operated  switches

3SE6 UL 508 The magnetically operated switches SIRIUS 3SE6 are designed 
for attachment to mobile protective devices. Evaluation is 
 realized via a safety relay or connection to a bus system. The 
touch-free, magnetically operated 3SE6 safety switches are 
characterized by their closed design and high degree of 
 protection IP67.

SIRIUS cable-operated 
switches

3SE7 UL 508 The cable-operated switches SIRIUS are employed for 
 monitoring applications or as EMERGENCY-STOP devices 
in particularly hazardous system components.
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Product Order No. 
body

UL 
standard

Explanation

Industrial control equipment in compliance with UL 508
SIRIUS safety relays 3SK1 UL 508 The slimline and clearly arranged product portfolio offers the 

ideal solutions for locally limited and simple safety appli-
cations. Typical applications are EMERGENCY-STOP, protective 
door and two-hand operator panel applications, for example. 
Safety relays SIRIUS 3SK1 quickly make a system safe. The 
safety relays keep you flexible at all times because the system 
is modular and therefore adaptation to new requirements is 
possible at all times.

Modular safety systems (MSS) 3RK UL 508 The 3RK3 (MSS) modular safety system is a freely parameter-
izable and modular safety relay. Depending on the external 
circuitry, safety-related applications up to Performance Level e 
in accordance with ISO 13849-1 or SIL 3 in accordance with 
IEC 62061 can be realized. The modular safety relay supports 
the interconnection of multiple safety applications. The 
 comprehensive fault and status diagnostics allows for trouble-
shooting in the system and for the localization of sensor 
 signals, resulting in reduced system downtimes.

SIMOCODE pro motor 
 management and  control 
devices

3UF7 UL 508 SIMOCODE pro is a flexible and modular motor management 
system for motors with constant speeds in the low-voltage 
range. SIMOCODE pro supports optimum process control and 
thus facilitates efficient operations control.

SIRIUS monitoring relays 3UG4 UL 508 The monitoring relays 3UG4 provide a maximum degree of 
protection for machines and systems. Line and voltage faults, 
for example, can be detected and rectified early on before 
leading to more substantial damage. The following variables 
can be monitored with the monitoring relays 3UG: line, volt-
age and current monitoring, cos phi and active current moni-
toring, fault current monitoring, insulation monitoring, level 
monitoring, speed monitoring.

SIRIUS monitoring relays 
for mounting on 
3RT2 contactors

3RR2 UL 508 The monitoring relay SIRIUS 3RR2, which is mounted on a 
contactor, monitors the entire application rather than just the 
single motor. Especially in assembly, its use produces a crucial 
advantage, because wiring is reduced enormously thanks to 
integration in the load feeder.

SIRIUS temperature 
 monitoring relays

3RS10, 3RS11 UL 508 Temperature monitoring relays 3RS specialize in measure-
ment of temperatures in solid, liquid and gaseous media. The 
temperature is measured using a sensor that is placed in the 
medium, evaluated by the device, and monitored to deter-
mine whether it is within the upper and lower temperature 
limits. Depending on the function that has been parameter-
ized, the output relay either switches on or off at these 
threshold values.

 

SIRIUS thermistor motor 
protection

3RN1 UL 508 The thermistor motor protection devices SIRIUS 3RN1 offer 
a professional and reliable temperature-dependent overload 
protection of three-phase motors.
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Product Order No. 
body

UL 
standard

Explanation

Miscellaneous devices and accessories
SIRIUS transformers 4AJ, 4AM, 4AP, 

4AW, 4AT, 4BT, 
4AP, 4AU, 4BU

UL 506
UL 1561

The transformers SIRIUS offer optimum protection through 
high permissible ambient temperatures up to 40 °C or 55 °C 
(104 °F or 131 °F), high short-time rating with control trans-
formers, fuseless design and their “safety inside” standard in 
accordance with IEC 61558. They are employed for the volt-
age and power supply of systems, controls and series prod-
ucts (medical engineering, machine tool construction, robots 
and compressors). 

SIRIUS power supplies 4AV UL 1012 The power supplies SIRIUS are reliable, rugged, compact and 
comply with the latest standards.

 

SITOP power supplies 6EP The technology power supply in the SITOP modular product 
line fulfills the highest demands on functionality, e.g. for use 
in complex plants and machinery. The wide-range input 
 enables connection to any power system in the world and 
 ensures high safety even in the event of extreme voltage 
 fluctuations. The Power Boost function briefly supplies up to 
three times the rated current. In the event of an overload, the 
choice is yours: constant current with automatic restart or 
latching shutdown.

SIDAC reactors 4EM, 4ET, 4EP, 
4EU, 4EV

UL 1561
UL 506

The reactors and filters SIDAC can be used as options for 
 variable-speed drives in all industries and applications. They 
improve the line quality and efficiency of systems by reducing 
harmonics, increase the reliability of applications and thus 
enhance the availability of installations and systems. The 
portfolio comprises line, commutation, smoothing, output 
and filter reactors as well as radio interference suppression, 
dv/dt and sinewave filters.

SIDAC filters 4EF11
4EF15

UL 508
UL 1283

SENTRON busbar 
 system / fast bus

8US1 UL 508 The 60 mm busbar system is preferably used in control panel 
production, motor control centers and in power distribution 
systems for the medium (630 A) and high power ranges 
(1,600 A). The busbars are available in cross sections of 
12 x 5 mm to 30 x 10 mm and as special profiles.

Busbar system 
infeed 8US 

8US19 The terminal to the infeed for busbar systems is available 
in a 3-pole design, including a cover.

SIRIUS infeed systems
Setting up self combination 
motor controllers type E, self-
protected combination motor 
controllers type F

3RV19, 3RV29 The infeed systems are a convenient means of energy 
supply and distribution for a group of several motor starter 
protectors or complete load feeders with a screw or spring-
type connection up to size S0.

ALPHA FIX terminal blocks 8WA, 8WH UL 1059 
(completely 
or partially)

A complete range of terminal blocks is available in all 
 conventional connection technologies for the secure 
 connection of wires, conductors and lines.
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Product Order No. 
body

UL 
standard

Explanation

Miscellaneous devices and accessories
SENTRON overvoltage 
 protection devices 

5SD7 424-1
5SD7 423-1
5SD7 422-1
5SD7 444-1
5SD7 443-1
5SD7 442-1
5SD7 414-1
5SD7 413-1

UL 1449 Besides the energy supply, other circuits containing devices 
and systems that require protection, in particular in instru-
mentation and control and also data processing and telecom-
munications, are reliably protected against malfunctions and 
destruction. Surge arresters 5SD7 protect low-voltage systems 
against overvoltages and high currents that can be triggered 
by direct lightning strikes.

SENTRON 
measuring devices
7KM PAC3100,
7KM PAC3200,  
7KM PAC4200

7KM UL 61010-1
UL 50,
enclosure 
type 5

The innovative measuring devices 7KM PAC facilitate precise 
energy consumption detection. The devices provide measured 
values for assessment of the system state and line quality. 
These values are displayed on the device or centrally evaluated 
with a power management software tool such as SENTRON 
powermanager or alternatively SIMATIC WinCC powerrate.

For further UL-approved devices, such as the ALPHA 8HP molded-plastic distribution system or Insta contactors 5TT5 7 from the SENTRON port-
folio, refer to www.siemens.com/lowvoltage/ul-europe or our UL catalog LV16 “Controls and Components for Applications according to UL.”

In 1995, the production facility Amberg was granted the 
authorization of implementing certifications in accor-
dance with the Client Test Data Program (CTDP). As a 
CTDP customer of UL, the production facility is entitled to 
carry out tests and independently prepare test as well as 
UL reports that contain the product description. UL merely 
verifies the compliance of the test and UL reports with UL 
standards. This way, the production facility Amberg has 
acquired a way higher degree of autonomy for the testing 
and certification process.

Test Privileges of the 
Production Facility Amberg

To ensure the products’ compliance with the UL stan-
dards, UL inspectors regularly audit our factory within the 
so-called follow-up service. Follow-up service means that 
one or several devices are compared with the UL-certified 
documents, which are described in detail in a report. UL 
inspectors regularly visit the production plants to verify 
that the product is produced as described (example: 
 SIRIUS contactors). With some devices, repeat tests 
are additionally implemented at regular intervals.
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Mechanical engineering

Requirements
Herrenknecht AG, leading manufacturer of tunnel boring 
machines, was looking for a new supplier for its switching 
and protection technology. The project comprised the 
equipment of two so-called hydro-shields, which were to 
bore a wastewater tunnel spanning a length of 10 km and 
a diameter of 5.33 m in Seattle, USA. 
Project name: Brightwater Conveyance System
The most important requirements included:
• UL-certified low-voltage protection and switching 

 devices for the 480 V on-board power supply system 
with 60 Hz and a max. short-circuit current of 65 kA 

• Switching devices for wye-delta starter
• Protective devices for protection of the entire tunnel 

boring machine
• High supply and product quality, comprehensive 

 consulting services and documentation

Solution
• All pumps and drive motors are protected with molded-

case circuit breakers 3VL; they facilitate extended dis-
tances through air and over surface, are available for 
nominal currents from 150 A to 1,600 A with thermal-
magnetic or electronic trip units and feature a switching 
capacity of up to 100 kA at 480 V AC

• UL-certified contactors SIRIUS 3RT realize wye-delta 
starter

• Protection of the entire hydro-shield is ensured by air 
circuit breakers SENTRON 3WL (3,000 A) with approval 
according to UL 489

• As manual self-protected combination motor controller 
type E, motor controllers SIRIUS 3RV, integrated discon-
nect, overload protection and short-circuit protection as 
well as extended distances through air and over surface 
are employed in the terminal area

Application example

Circuit breakers and contactors with UL certification in tunnel boring machines
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Added value
• Structured device documentation which considerably 

eased UL-compliant dimensioning compared with the 
previous competitor product

• Reliable UL conformity: the order specifications were 
 accurately complied with

• Comprehensive consulting services: Siemens provided 
its broad expertise for dimensioning according to all 
 relevant UL standards 

• Easy retrofitting of circuit breakers with electronic trip 
units or communication module for direct PROFIBUS 
connection 

• Uniform design through identical construction 
of IEC/UL devices

24
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Systems Engineering Plant Chemnitz – 
an Experienced Partner in Control 
Panel Production

The Systems Engineering Plant Chemnitz (WKC) is the 
European market leader in control panel and controller 
production for machine tools and production machines. 
On an area of about 14,000 m², 850 employees develop, 
configure and manufacture more than 30,000 control 
panels every year, both standard products and tailored 
one-off models for large customers, small and medium 
businesses and small companies. 
The portfolio comprises the complete process from the 
specification through engineering and material procure-
ment to the complete electrical equipment “ready to plug 
in.” Every customer individually decides what services the 
WKC provides. 

Control panel production with UL label
WKC will also support your exports to North America with 
its complete service spectrum. These include feasibility 
tests in advance as well as reconfigurations of IEC equip-
ment. As a panel builder with UL certification, WKC offers 
complete control panels with a UL label that are tailored 
to customer specifications and are certified. Customers 
benefit from tried-and-tested products and combinations 
from Siemens.
Your advantage:
• Rely on flexible customer solutions from a single source, 

from the idea to the complete delivery.
• Trust in documented quality and more than 50 years of 

experience in control system production.
• Make use of the procurement, cost and productivity 

 advantages of a strong partner.
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Competitive Advantages 
through more Know-How

As your partner, we will help you to fulfill the 

many strict rules and guidelines that apply to 

 assembly and exporting of machinery and plants 

for North America. To this end, we offer workshops 

to deliver answers to the most urgent questions, 

namely: How do I configure my control panel? 

What cable certifications, protective measures, risk 

analyses, documentation, identifications, etc. do 

I have to observe? This knowledge will pave the 

way for you to orientate your business and achieve 

success in the North American market.

Our application consulting 
 services have a lot more to offer:

We support you with comprehensive know-how in control 
panel construction, machine manufacture, and plant 
building. We are specialized in efficient configuring with 
CAE/CAD data, in applying the relevant European direc-
tives and North American export legislation, as well as in 
standard-compliant control panel engineering.
Our offer:
• CAx application consulting

Our CAx application consulting will advise you on 
 questions dealing with how to handle your CAE and 
CAD systems and also in targeted data management in 
your engineering process.

• Switchgear and control panels in line with European 
directives and IEC standards
The IEC standards are the most widely used in the world 
for low-voltage controls and distribution. But staying up 
to date with the abundance of relevant standards and 
guidelines is a considerable challenge. Siemens can 
 assist you with a wide range of information, training 
and consulting services.

• Industrial control panels for North America 

Go to siemens.com/applicationconsulting for more 
information
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Easy selection and ordering
The Siemens Industry online ordering system comprises 
product information as well as availability checks and 
delivery status tracking: siemens.com/sirius/mall

Technical documentation
24/7 access to product data sheets, manuals, operating 
instructions, certificates, FAQs & more: siemens.com/
sirius/support

Trainings
Our trainings offer an overview and ensure improved 
detailed competencies regarding selected products and 
systems: siemens.com/sitrain

Complete product & system configuration 
Configuration of individual products or complete feeders 
on the basis of individual specifications: siemens.com/
sirius/configurators

Technical support
Individual 24/7 support with product selection, 
 commissioning, old/new conversions & more:
siemens.com/sirius/technical-assistance

Product highlights
Rapid and targeted information on industrial controls 
with SIRIUS: siemens.com/sirius

News and trends
Always up-to-date: Newsletter subscription for 
 continuously updated information on industrial controls: 
siemens.com/sirius/newsletter

Catalogs, brochures & more
Central archiving of current and multilingual catalogs, 
customer magazines, brochures, etc.: siemens.com/
sirius/infomaterial

Individual manual configuration
Compilation of individual manuals from standard docu-
ments of the Online Support with the My Documentation 
Manager: siemens.com/sirius/mdm

CAx data at the push of a button
Product master data, dimension drawings, 3-D models, 
circuit diagrams, data sheets, characteristic curves, 
 certificates & more. Free of charge and daily updated: 
siemens.com/cax

Selection of suitable replacement products
The conversion tool lists equivalent products which can 
be directly added to the shopping basket for ordering:
siemens.com/sirius/conversion-tool

Siemens offers free online tools providing 
all-round support for product selection, 
data acquisition and plant planning. 
Go online now and take advantage of the 
time and cost savings that SIRIUS Planning 
Efficiency provides!

siemens.com/planning-efficiency

Electronic Support with 
Planning Efficiency

Intuitive 
product selection

Universal 
product data

Comprehensive 
support

Project-specific 
documentation

Planning
Efficiency



Please contact your local Siemens sales partner 
for further information.

For all technical queries, please contact:
Technical Assistance
Tel: +49 (911) 895-5900
E-mail: technical-assistance@siemens.com

www.siemens.com/applicationconsulting/ul
www.siemens.com/sirius
www.siemens.com/sentron

The information provided in this brochure contains me re ly 
general descriptions or characteristics of per for m ance which in 
case of ac tual use do not always ap ply as described or which 
may change as a result of fur ther de ve lopment of the prod-
ucts. An obligation to provide the respective characteristics 
shall only exist if ex pressly agreed in the terms of contract.
 
All product designations may be trademarks or product 
na mes of Siemens AG or supplier companies whose use by 
third parties for their own purposes could violate the 
rights of the owners.
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